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A
ll

m
easurem

ents
are

approxim
ate

and
d

can be subject to change w
ithout prior notice.

ue
to

the
C

om
pany’s

on-going
policy of research &

 developm
ent

Y
ou

m
ust

ensure
the

clam
p

is
tight

and
the

heater
is

secure.
D

O
N

O
T

attach
heater

to
any

structure
that

is
not

stable
and

could
be

affected
by

w
ind

or
any

adverse
w

eather
conditions.

E
nsure

no
flam

m
able

m
aterial

or
other

fabrics
are

w
ithin

6”
of

the
body

of
the

heater.
E

nsure
cable

is
secure

and cannot be tripped over. H
eater is m

ounted 8 feet (2.4m
etres) from

 the floor. T
he heater is plugged

into
a

circuit
breaker

w
ith

earth
trip.

C
hanges

to
the

installation
of

this
appliance

should
only

be
carried

out
by

som
eone

w
ith

prior
know

ledge
of

electrical
installations.

If
you

are
in

any
doubt,

w
e

strongly recom
m

end you contact a fully qualified electrician.

IM
P

O
R

TA
N

T:P
lease read before proceeding

!
E

6480
WARM GLOW HEATER
1200 W

E
H

M
H

LE
C

TR
IC

A
LO

G
E

N
A

R
Q

U
E

E
E

ATE
R

K
eep out of reach from

 children at all tim
es.

E
nsure heater is disconnected before cleaning.

D
o not obstruct or cover the heater w

hen in use.
E

nsure m
ains cable is not touching body of heater.

O
nly connect to m

ains w
hen installation is com

plete.
D

o not use extension cable as this can cause overheating and a risk of fire.
D

o not touch heater w
hen turned on, alw

ays turn off and allow
 to cool dow

n.

D
isconnect from

 m
ains w

hen fitting or replacing filam
ent and ensure filam

ent is cool.
E

nsure voltage show
n on the specification plate corresponds to your m

ains supply.

D
o not handle the filam

ent w
ith bare hands as this can shorten the life of the filam

ent.

D
o not cover

D
o not attach adjacent to any inflam

m
able m

aterial
T

he heater unit m
ust be fitted at least 8 feet from

 the floor
M

ust be fitted to a strong fram
e by a qualified com

petent person

T
his

easy
to

use
radiantheater

is
designed

to
clam

p
to

any
strong

structure
from

12.5m
m

to
60m

m
diam

eter
surface

w
hich

m
akes

it ideal for
aw

nings,m
arquees,gazebos

etc.

O
nce

the
clam

p
has

been
firm

ly
fixed

and
you

are
satisfied

w
it

h
the

position
of the

heater, use
the

supplied
elasticated

bungee
toggle

straps
to

secure
the

m
ar

quee
heater

cable
to

the
structure.

O
nce

you
have

decided
on

a
suitable

location
fix

the
heater

to
its

m
ounting

point
using

the
universal fixing

bracket clam
p. T

his
clam

p
is

desi
gned

so
that you

can
m

ount the
heater

vertically
or

horizontally. Y
ou

can
then

al
ter

the
direction

of the
heater

by
use

of the
8m

m
threaded

bolt on
the

clam
p.

H
eater m

ay be adjusted to desired angle.

2
4

m
.

H
E

A
LT

H
A

N
D

 S
A

F
E

T
Y

N
O

T
E

A
m

ps per phase (A
)

P
hase S

upply

V
oltage

Total P
ow

er (kW
)

2 3.5kg

1200w

52.4m

S
ingle (230V

)

37.5 x 26.5 x 20.5
M

inim
um

 distance from
 floor

A
pprox dim

ensions - W
 x H

 x D
A

pprox w
eight

Insulation C
lass

Ingress P
rotection

A
C

230V

Technical S
pecification

R
eplacing F

ilam
ent

T
he heater com

es w
ith a 1200w

 heater elem
ent and a 250w

 lighting elem
ent, should you need to replace or

change the filam
ent please ensure heater is disconnected from

 the m
ains and follow

 steps 1
to 4 below

.

O
nce tube is correctly inserted locate m

esh front
and tighten screw

s.
4

1
R

em
ove screw

s
from

 above m
esh front.

3
Locate and fit halogen filam

ent ensuring not to touch the filam
ent

itself w
ith bare hands. H

ow
ever, if accidently touched, please

clean w
ith m

ethylated spirits to prevent m
arks burning into the

quartz w
hich w

ill reduce the life of the filam
ent.

2
C

arefully rem
ove the m

esh hinged front and
place safely to one side.

W
e recom

m
end that a w

aterproof
socket

be
fitted

if
the

heater
is

to
plugged into an outside socket.

M
aintenance and C

leaning

D
isconnect from

 m
ains before

attem
pting any m

aintenance or
cleaning.

A
fter approxim

ately 80-100 hours w
e

recom
m

end rem
oving the m

esh front cover
and w

iping the reflector w
ith a lint-free cloth.

T
his w

ill ensure optim
um

 heat.

!


