Suck-it-&-See Mirror

HOW TO ATTACH YOUR TOWING MIRROR

1. Clean the vehicle mirror as well as the sealing surface of the clear vinyl diaphragm.
2. Place the safety cord loop around the throat of the vehicle mirror.

3. Lightly press the vacuum cup against the vehicle mirror, rotate the knob counter
clockwise to flatten the diaphragm until the cup starts to wobble, then turn the knob
clockwise until the unit is firmly attached (approx 2 to 2 % full turns)

4. Adjust the towing mirror to the desired position with the power mirror controls
of your vehicle.

Place the unit against your vehicle mirror,
apply a little pressure then rotate the knob
until the unit is firmly attached.
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To remove the towing mirror, rotate the knob counter clockwise to the wobble point, push

on the knob to break the vacuum seal, and remove the safety cord and mirror together
from the vehicle.

The user is responsible for installing the towing mirror correctly. The manufacturer is

not responsible for any damage, directly or indirectly, caused by an improperly installed
towing mirror.

The above does effect your statuary rights within the terms of your guarantee.

WARNING

NEVER PLACE THE DIAPHRAGM ON ANY ETCHED, SCRATCHED, CRACKED,

OR OTHERWISE DAMAGED SURFACE.

DO NOT PLACE TOWING MIRROR ANYWHERE BUT ON THE VEHICLE’S MIRROR.
DO NOT ATTACH TOWING MIRROR TO VEHICLE MIRROR IF THE DIAPHRAGM

IS DAMAGED OR CRACKED.

IF TOWING MIRROR SHOULD SLIDE OR LOSE ITS VACUUM, DO NOT ATTEMPT
TO CORRECT IT WHILE THE VEHICLE IS MOVING.




